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(57) Abstract: The invention relates to an internal combus- 
tion engine with an exhaust gas recycling device, compris- 
mg two cylinder groups, the exhaust gases from which may 
be independently led away by means of a separate exhaust 
hne. The recycling line of the exhaust gas recycling device 
branches off one of the exhaust lines and opens out in the in- 
let manifold of the internal combustion engine. The cylinder 
groups nay be operated with difiFerent power outputs, whereby 
the recycling line of the exhaust gas recycling device branches 
off the exhaust line of the cylinder group with variable power 
output 

(57) Zusammenfassung: Eine Brennkraftmaschine mit 
einer Abgasruckfuhreinrichtung weist zwei Zylindeigruppen 
auf, deren Abgas separat Uber jeweils eine Abgasleitung 
abfiihrbar ist. Die RUckfiihrleitung der AbgasrUckfiihr- 
einnchtung zweigt von einer der Abgasleitungen ab und 
mUndet in den Ansaugtrakt der Brennkraftmaschine. Die 
Zylindergruppen sind mit unterschiedlicher Leistungsabgabe 
betreibbar, wobei die RUckfuhrleitung der Abgasruckfiihr- 
einnchtung von der Abgasleitung der Zylindeigruppe mit 
variierbaner Leistungsabgabe abzweigt. 
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Veroffentlicht: 

ohne intemationalen Recherchenbencht und emeut zu vcr- 
offeralichen nach Erhalt des Berichts 

Zur Erklarung der Zweibuchstabefi' Codes und der anderen Ah- 
kurzungen wird auf die Erkldmngen ('^Guidance Notes on Co^ 
des and Abbreviations ") am Anfangjeder reguldren Ausgabe der 
FCT-Gazette verwiesen. 



